
WATER MIST 
SYSTEMS

W FOG

(POINPRE 6-6L / 15-6L / 6-6I / 15-6I) 

PRESSURE SWITCH
for Dry Piping Systems

It Is set maInly In the trap or suctIon tube of water. 

•	 ease of wiring to the detection 
station, no or nc.

•	 rapid restart, only pulling the 
lateral knob.

•	 effective and reliable because 
of its simplicity of functioning.

•	 available in 1/4” or 1/2” Gm 
connections.

•	 Great sensitivity of activation.

•	 long term and excellent 
resistance and durability 
against totally electrical 
devices.

•	 magnified bursting pressure 
and absence of leaks thanks to 
its design.

•	 totally watertight.

•	 available in aIsI316 steel.

•	 high stability against impacts 
and vibrations.

•	 ateX version.

Resistance to high temperatures; it guarantees an optimal efficiency in extreme conditions.

MODEL Ø A Bar Material

POINPRE 6-6L 1/4" bsp 6 ± 2 bar brass cuZn40pb2 
(cw617n)

POINPRE 15-6L 1/2" bsp 6 ± 2 bar brass cuZn40pb2 
(cw617n)

POINPRE 6-6I 1/4" bsp 6 ± 2 bar stainless steel aIsI 303

POINPRE 15-6I 1/2" bsp 6 ± 2 bar stainless steel aIsI 303

It has in its interior and end of travel with two contacts, one NC (normally 

closed) and other NO (normally open), which change their state when 

the switch is activated. 

Both can be used indistinctly according to the requirements of each 

assembly.

It functions in dry piping systems with groups of pumping and bottles. 

The device stays inactive until the water fills up the piping.


